CONTAINMENT oil boom

QUANTITY:                  100 LF   1 -  100 ft SECTIONS 

SPECIFICATIONS:

1.  Flotation:   6 inch dia. SOLID flotation logs, 6 feet long.

2.  Fabric:   22 oz. PVC Fabric, (500 psi) Yellow in color.

3.  Top Tension:   5/16 inch galvanized top tension cable sheathed in ½  inch PVC tubing above the flotation and sealed in fabric. Cable ends finished with thimble and swaged with two nicro press sleeves. Attached to connectors via a 5/16 inch screw pin shackle, (a quick link connection here is not recommended).

4.  Freeboard:   7 inches  (float + cable gain)

5.  Draft:   12 inches  (Skirt)

6.  Bottom Tension:   5/16 inch galvanized chain ballast / bottom tension, attached and finished to connectors via 5/16 inch screw pin shackle, (a quick link connection here is not recommended).

7.  Connectors:   ASTM universal QUICK or SLIDE type connectors, 6061-T6 marine grade aluminum, with Spring loaded toggle pins on each connector.

8.  Anchor Points:   Shall be reinforced with #8 grommets and placed in the middle along the chain bed of the Boom. A  link shall be placed Through the chain for the anchor line attachment. The capital letter “A” shall be stenciled above the anchor point on the Booms flotation.

9.  Horizontal Seams: Shall be done using the “Hot Air” method, (PVC fabric manufacturers recommended procedure), and will have a continuos seal of no less than 1 and a ½ inches in width.

10.  Vertical Seals: Shall be done using an “RF” weld method, and will have a seal of no less than 1 inch wide.

11.  Tensile Strength: 19,000

DELIVERED PRICE: BALTIMORE, MD 

DELIVERY 2- 3 WEEKS (ARO)

PAYMENT TERMS 30DAYS NET                                           

